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SLF 7055 T - 1R5 M 4R0 - PF

L×W×H
(mm) (μH) (A)

7055 7.0×7.0×5.5 T 1R5 1.5 M ±20% R47 0.47
100 10 N ±30% 4R0 4.0
101 100 150 15

�

°C

��

°C / g
SLF7055 –40 to +105 –40 to +105 1000 0.8

RoHS

RoHS RoHS  http://product.tdk.com/zh/environment/rohs/
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SLF7055
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SLF7055

Dimensions in mm
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SLF7055

�� Idc1 Idc2
Idc1: 10%
Idc2: 30°C

L L �

Idc1 Idc2
(μH) (kHz) (� ) (A)max. (A)max.

1.5 ±30% 100 17.4±30% 6.2 4 SLF7055T-1R5N4R0-3PF
2.2 ±30% 100 21.7±30% 5.3 3.5 SLF7055T-2R2N3R5-3PF
3.3 ±30% 100 24±30% 4.3 3.3 SLF7055T-3R3N3R3-3PF
4.7 ±30% 100 28±30% 3.6 3.1 SLF7055T-4R7N3R1-3PF
6.8 ±30% 100 34±30% 3 2.8 SLF7055T-6R8N2R8-3PF

10 ±20% 100 39.1±20% 2.6 2.5 SLF7055T-100M2R5-3PF
15 ±20% 100 50.8±20% 2.1 2.2 SLF7055T-150M2R1-3PF
22 ±20% 100 64.3±20% 1.7 2 SLF7055T-220M1R7-3PF

L 4194A Agilent Technologies
VP-2941A Panasonic

 Idc1 4284A+42841A+42842C Agilent Technologies
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SLF7055
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4294A Agilent Technologies 
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SLF7055

4284A+42841A+42842C Agilent Technologies
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SLF7055

* typ.

A W1 W2 N E
SLF7055 ø330 16.4 22.4 ø50 2

ø13.0±0.5

ø21.0±0.8

2.0±0.5

A

(1.0)

Dimensions in mm
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Dimensions in mm

A B øD0 E F P0 P1 P2 W K t
SLF7055 7.4 7.6 1.5+0.1/-0 1.75±0.1 7.5±0.1 4.0±0.1 12.0±0.1 2.0±0.05 16.0±0.3 5.5 0.4
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